
Belt conveyors
Crocus Belt conveyor is designed for the hor-

izontal transport of cereals, granulates and/or 
meal products. They can be used also in wood 
and buiding material production industries.

Belt conveyors are normally used, when it is 
needed to transport the free flowing material 
in a long distances or it is necessary to have 
continious discharge in many places.

Crocus belt conveyor can be equipped with 
a discharge wagon, rain covers, e.t.c., for more 
flexible use.
Standard solutions:

 Capacity: 20–1000 t/h
 Lenght: 3–300 m

Chain conveyors
Crocus chain conveyor is intended for 

transport of grainy, 
granulated and/or meal products and is 

used within the grain and feedstuff indus-
try, in breweries and within other indus-
tries.

Our chain conveyors are manufactured 
in a closed case, so thay can be placed in 
any conditions inside or outside.

Crocus chain conveyor is intended for horizontal placement until 7º slope. If there is need for transporting of 
material up to 45º, we can offer specialy designed flight conveyors. 
Standard solutions:

 Capacity: 20–1000 t/h
 Lenght: 3–100 m

Bucket elevators
Crocus bucket elevator is intended for vertical transport of 

grainy, granulated and/or meal products and is used within 
the grain and feedstuff industry, in breweries and within other 
industries.

Crocus bucket elevator is produced in an industrial design, 
ensuring effective functionality and a long life.
Standard solutions:

 Capacity: 20–1000 t/h
 Height: 3–65 m

Crocus designs and produces custom-built solutions for transport, drying, cooling and storage of grain and 
other bulk products. 

Solutions are based upon a broad selection of standard products that may be modified and combined to 
meet specific requirements.

Crocus is etablished in 1989. Today we have a modern production facility with a fully automated production 
line and a highly qualified and professional staff with many years experience. 

Based upon this, Crocus is able to undertake both larger and smaller projects.

Counter-flow Cooler
The Crocus counter-flow cooler is designed to cool pellets, flakes, oilseeds, 

grain and similar free-flowing products after processing.
The Counter-flow Cooler is available in two designs, square and round, for 

flexibility of installation. 
The industrial design of Crocus counter-flow cooler makes it robust, highly 

reliable and ensures consistent results ie. uniform moisture content.

Steel silos
Crocus steel silos are manufactured in a square 

design for storage of grain and meal products.
Silos are designed for the individual client for 

storageof raw-materials, dosage and discharge 
silos etc.

Rotary Oven
The Crocus rotary oven is designed to dry and toast grain and 

similar free-flowing products such as wheat, barley, soya beans, 
pulses and oilseeds.

It is well suited to drying products with a high water content or a 
consistency which makes them unsuited to drying in a column dryer.

The Crocus rotary oven is also being used for gelatinisation, ster-
ilisation, flaking and toasting of consumer products and animal feed.

Grain aerator
The Crocus grain aerator is designed to reduce humidity in stored cereals. 

The grain aerator consists of a 1.9 m. long perforated spear equipped with a 
handle that makes it easy to operate. Air is supplied by a 1,1 kW motor. The 
ventilator is mounted directly onto the aeration spear.

The grain aerator is screwed down into the product to be aired, the ven-
tilator is mounted onto the spear and the motor is connected to the mains 
power supply. The grain aerator can aerate up to 100 tons cereals or seeds.

Grain dryers
The Crocus Grain Dryer is designed for drying cereals and oil seeds. 

The dryer has a modular design and is available in five standard mod-
els with a variable number of sections dependant upon capacity.

Each dryer consists of a pre-hopper, a number of drying and 
cooling sections and a discharge section. How these sections are 
combined determines capacity.

Drying and cooling zones may be regulated with vents according 
to individual needs. All Crocus grain dryers may be supplied with di-
rect or indirectly fired heating sources for natural gas, oil and diesel. 
Extraction may be supplied with or without dust separation.

Capacity for standard solutions:   3–150 t/h



Custom build solutions
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Complete projects
In cooperation with our customers we have a lot of experience in developing and manufacturing of a cus-

tom-build non standard solutions for equipment and turn-kee solutions. We are working with customers in differ-
ent industries: grain handling, feed manufacturing, malting, harbour plants, wood industry, e.t.c.

We are confident that based on our long time experience, we can offer you the optimum solution in chosen 
location.


